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Three-phase transformers 

Power transformers are assigned for supplying electric devices and for applications in various 
industrial branches.  
 
Elhand design ensures that transformers can operate in harsh environment conditions, as salty 
environment and high level of humidity. 
 
Transformers are impregnated by VPI method. 
 
All transformers are equipped with lifting lugs, mounting brackets and grounding terminals. 
 

 

 

ET3 
Three-phase transformers 

40 kVA to 2500 kVA 

Certificates 

   
*

 

Technical data 

 

Rated power 40 kVA to 2500 kVA 

Rated voltage < 1100 V 

Rated frequency 50/60 Hz 

Cooling 
AN – natural (standard) 
AF – air forced (optional) 
WF – water forced (optional) 

Ambient temperature 

40°C – land design 

45°C – maritime design 

≥50°C – special design 

Climate/environmental 
class 

C1/E0 – land 

C2/E1 – maritime or mining 

Flammability class F1 (optional) 

Insulation class F or H 

Winding material Aluminum or copper 

Optional equipment 
Temperature sensors, fuses, vibro-
isolators 

Mounting Standing 

Protection degree 
IP00, IP23, IP44, IP54, IP66 
NEMA3/3R, NEMA 4/4X 

Applied standards IEC 60076-11  
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Dimensions 

TABLE 1 - Reference values for transformers 400V//400V, 50Hz, 40°C 

No. Type 
Power Insulation 

class 
Mat. of 

windings 

L B H Weight 
Execution 

[kVA] [mm] [mm] [mm] [kg] 

1 

ET3_ – 40 40 

F Cu 540 350 485 206 A 

2 H Cu 540 320 545 172 A 

3 F Al 540 360 480 163 A 

4 

ET3_ - 50 50 

F Cu 540 370 485 243 A 

5 H Cu 540 350 545 206 A 

6 F Al 540 380 480 200 A 

7 

ET3_ - 63 63 

F Cu 540 390 485 280 A 

8 H Cu 540 370 545 240 A 

9 F Al 540 375 500 241 A 

10 

ET3_ - 75 75 

F Cu 690 480 555 315 A 

11 H Cu 690 390 615 276 A 

12 F Al 690 380 560 270 A 

13 

ET3_ - 80 80 

F Cu 690 480 555 316 A 

14 H Cu 690 400 615 295 A 

15 F Al 690 390 560 290 A 

16 

ET3_ - 100 100 

F Cu 690 410 555 387 A 

17 H Cu 690 380 615 334 A 

18 F Al 690 395 560 358 A 

16 

ET3_ - 115 115 

F Cu 690 440 555 437 A 

17 H Cu 690 410 615 388 A 

18 F Al 690 405 560 380 A 

16 

ET3_ - 120 120 

F Cu 720 450 650 451 A 

17 H Cu 720 400 715 396 A 

18 F Al 720 420 650 390 A 

16 

ET3_ - 125 125 

F Cu 720 450 650 453 A 

17 H Cu 720 410 715 408 A 

18 F Al 720 430 650 412 A 

16 

ET3_ - 160 160 

F Cu 720 450 650 579 A 

17 H Cu 720 440 715 503 A 

18 F Al 720 470 650 540 A 

  Manufacture r  rese rves the r ight  to  make  changes  resul t ing f rom the cont inuous  development  of  products  of fered  
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TABLE 2 - Reference values for transformers 400V//400V, 50Hz, 40°C 

No. Type 
Power Insulation 

class 
Mat. of 

windings 

L B H Weight 

[kVA] [mm] [mm] [mm] [kg] 

1 

ET3_ – 200 200 

F Cu 980 460 870 779 

2 H Cu 980 460 860 714 

3 F Al 870 540 835 631 

4 

ET3_ - 225 225 

F Cu 1045 480 905 904 

5 H Cu 980 460 860 745 

6 F Al. 870 560 835 712 

7 

ET3_ - 250 250 

F Cu 1045 480 940 950 

8 H Cu 1035 470 910 864 

9 F Al 870 580 835 779 

10 

ET3_ - 315 315 

F Cu 1140 500 1010 1172 

11 H Cu 1080 480 980 1001 

12 F Al 940 600 875 961 

13 

ET3_ - 400 400 

F Cu 1200 525 1065 1396 

14 H Cu 1140 505 1010 1210 

15 F Al 1270 570 1090 1207 

16 

ET3_ - 500 500 

F Cu 1245 550 1100 1651 

17 H Cu 1245 545 1100 1490 

18 F Al 1380 600 1110 1485 

16 

ET3_ - 630 630 

F Cu 1290 560 1150 2099 

17 H Cu 1290 555 1210 1876 

18 F Al 1380 600 1210 1662 

16 

ET3_ - 800 800 

F Cu 1410 600 1285 2551 

17 H Cu 1410 600 1220 2224 

18 F Al 1470 630 1310 1963 

16 

ET3_ - 1000 1000 

F Cu 1455 610 1565 3148 

17 H Cu 1455 610 1420 2746 

18 F Al 1610 670 1390 2650 

16 

ET3_ - 1250 1250 

F Cu 1620 650 1500 3933 

17 H Cu 1620 650 1390 3459 

18 F Al 1660 685 1490 2950 

19 

ET3_ - 1600 1600 

F Cu 1670 700 1580 4620 

20 H Cu 1670 700 1500 4030 

21 F Al 1780 730 1660 3595 

22 

ET3_ - 2000 2000 

F Cu 1980 910 1670 5429 

23 H Cu 1960 905 1670 4907 

24 F Al 2040 940 1670 4335 

25 

ET3_ - 2500 2500 

F Cu 2140 1200 1780 6734 

26 H Cu 1950 1200 1690 5906 

27 F Al 2200 1200 1780 5600 

            Manufacture r  rese rves the r i ght  to  make changes resul t i ng  f rom the con t inuous development  of  produc ts  of fered  
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Drawings 

Execution A 

 

Execution B 
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Special execution 

Products with parameters exceeding the catalogue card can be made upon prior contact 

 

 

Contact 

Elhand Transformatory Sp. z o.o. 

 

 
ul. Klonowa 60 
42-700 Lubliniec 
Śląskie, Polska 

 
+48 (34) 34 73 100 

 
info@elhand.pl 

  
  

https://www.linkedin.com/company/elhand-transformatory/ 
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